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ABSTRACT

A discussion of the internal radiation hazards ari &ing
from the use of Polonium in Static Eliminator devices. Special
reference i 8 made to the hazards in industry and to the hazards
in the handling of these devices by personnel with little or no
knowledge of handling and manipulation of radioactive materials,
Reference 1s made to a specific survey of a plant planning to

use such devices,




INTERNAL RADIATION HAZARDS IN INDUSTRY FROM THE

SE OF PCLONIUM IN STATIC ELIMINATOR DEVICES

By Fred A. Bryan and Louis B. 3ilverman

INTRODUCTION
Radioactive materials have been used effectively in static elimi-

netion devices, Although sich equipment is efficient, inexpensive

and easily produced, the internal radiation hazards involved with the
comnercial distribution and industria) application of such apparatuses
have neither been sufficiently described nor completely investigated.
This Ylack of information and the results of a careful survsy of a

large printing company, which was about to use one of these devices,

has promptsd this publicstion. The physical and radicactive properties
of polonium will be discussed and the potentiel inhalation and ingestion

hazards will be given proper emphssis,

THE RATIQNALE FOR THE USE OF POLONiUM IN STATIC ELIMINATORS

Elimiration of static electricity generated by leather belts moving
over cast iron or steel pulleys, paper passing over metal rclls, and
film over metal or plastic rclls have bezn a problem in industry for
many years. Many ingenious methods have been devised to eliminate the
charge developed. The most widely ased method has been to hang strips
of thin foil, usually made of aluminum or tin, from the frame of the
méchine so that they barely touch the suiface of the leather belt or
paper strip. These foils, acting as conductors, carry the static
charge gensrated on the papsr to the frazs of the machine which is
grounded, thus eliminating the hazerd of sparking in the presence of
volatile solvents or explosive gases, Static is also a nuisamce to

workmen ever when they know thati static electricity 4is being generated.
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Invariably, they are startled when they come in contact with charged
material,

The use of foll, however, does have some disadvantages. First,
i% may not maintain proper contact with the dislectric (e.g., paper
or leather belting) and thus the charge is not always grounded. Sec-
ondly, dust and other matsrials frequently collect on the foil and may
act as insulsting lavers, which prevent the foil from having good con-
tact with the dielectric material., Third, since the method appears
so simpls, workmen tend to bacomes careless, fail to keep the foil
clean and the equipment in serviceable condition. Thus the original
static problem may remain, Becsuse of these difficulties, other methods
have been investigated recently to improve the control of static elec-~
tricity. lLately, radioactive materials have been used to produce a
layer of ionized air bstween the dielectric material, and some metal
portion of the machine which can be grounded eesily. Since the use-
fulness of this type of device depends on the degree of ionization
produced in the air, the most effective icnizing agent should be used,

If one measures the radiation from natural radiocactive substances
such as radium or uranium or those eranating from artificially-produced
isotopes, one finds that there are three different typss., First, gamma
radiation which is an electro-magnstic typs and resambles X-rays,
Second, beta radiation which is a flow of negatively charged elsctrons,
Third, alpha radiation which is a flow of alpha particles or helium
‘nucloi. Any one or a combination of these types of radiation will
produce ionization in the air, However, the most efficisnt ionizer

for this purpose is the alpha particle., Therefore, one would logically
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choose &n alpha emitter for use in static eliminators,

Both radium snd polonium are aotive alpha emitters and have an
enargy of approximately 5 million elsctron volts. Radium has slightly
less energy than this value and polonium slightly more. In principle
and theory, the use of these substances in static eliminators is ex-
cellent. It would seem from these facts that tho major problems in
static elimination have been solved., Howaver, serious difficulties
remain regarding important industrial hazards associated with thé em~
ployment of these radiocactive substances commercially. The fact that
even the most energetic alpha particles are barely able to penetrate
the keratinized layers of the skin, makes it difficult to comprehend
why exposure to alpha radiation can canse internsl injury. MNevertheless
if alpha partioles enter the blood stream either by way of the intestinal
tract or through the lungs during inhalation, they may preduce some of
the most serious types of radiation demage. Internal radiation hazards
from polonium must be considered carefully by all persons, plaats, or
sanufsoturers be’ore and continucusly during the use and production

of this type of equipmsnt.

PHYSICAL PROPERTIES OF POLONIUM AND RADIUM
Radium has an atomic number of 88 and aa atomic weight of 226,

It has a lf life of 1590 years. The energy of the alpha particles
enitted is 4.79 million electron volts, A weak gamma photon is pro-
duced, (.19 million slectron volts.). Polonium or radium F has an
atomic number of &4, an atomic weight of 210, and & half 1life of 140
days. Its alpha radiation has an energy of 5.30 million electron volts.
A gsama photon of .8 million electron volts is also emitted.
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Since both radium &nd poloniun emanate strong alpha rays, they are
effective static eliminators, However, polonium is preferable, because
on the basis of weight, the strength of the alpha emission is inversely
proportional to the half life. Therefore, minute quantities of polonium
emanate relatively larg amounts of rediation. Also polonium decays
into stable lead with an atomic weight of 206, whereas radium decays
through a long chain of reactions listed in Figure 1. 1In these dis-
integrations, alpha particles are emjtted along with many gamma and beta
rays which are not so desirable for this use since only enei'getic alpha
rays are needed, It as noted previously bthat polonium produces gamma
rays of only .8 million electron valts, This is in the proportion of
one gamma photon for eve"y 1 million alphe particles emitted, Therefore,
the gamma radiation is negligible for all practical purposes. Thcrefore ’
polonium is sn ideal anti-static material because it -mits energ-tic
alpha reys; has high specific activity and its decay product i~ the

stable element lead,

THE MECHANISMS OF RADIATION INJURY FROM POLONIUM STATIC ELIMINATORS

With non-penetrating rediations such as the alpha rays emanating
from polonium there are two rein systems through which such material may
enter the human body and cause radiation damage. First, and most impor-
tant, is absorption from the lungs, When polonium is electro-plated on
metal strips for use in static elimirator devices, its strong alpha
activity produces a constant bombardmen’ resulting in a continuous re-
leace of tiny particles of the gold plate over the polonium film into
the surrounding atmosphere. These minute metal particles usually have

small particle size that may cause serious inhalation hazards since
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they remain suspended in the air for long periods and may be air-borne

to the terminal pulmonary passage., when such radicactive particles enter
the lungs, they have direct contact with the mucous membranes, Their
alpha emission causes intense ionization in these tissues which may de-
stroy cells locally or produce chemical changes in these cells. Later

it may cause similar damage in other areas after entering the blood stream
elther directly through the capillary walls, or indirectly via the lyn-
phatic system. Polonium is mccx;eted in the urine and is a rensl toxin,
The metabolism of polonium is not completely understood, To date there
are no exact data regarding the effects of polonium on the blood forming

cells in the bone marrow,

POLONIUM TOLERANCE VALUES

Studies by K. Z. uorganl indicate that approximately five per cent
of polonium entering the body through the bowel is localized in the
kidneys. The estimated tolerance value for alpha activity is ,010 micro-
curies, Using this figure, the total whole body tolerance would be ap-
proximately .20 microcuries, or calculated by weight, approximately
4.5 x 10711 grams of polonium, The concentration of alpha particles
in the air whic.h man may tolerate is estimated to be appmr o:dm't.ely 10
mic ro-microcuries per liter of air, For polonium this would be equiva= .

lent to 2,2 x 10~ grams per liter of air.

RADIOLOGIC SURVEY OF A PRINTING ESTASLISHMENT ABQUT TO USE A POLONIUNM
STATIC ELIMINATQR DEVICE

A large printing company in this area had recently received, by
railway express, two packages containing several metal bars. No infor-

mat ion was enclosed with the raterial and no warning notices were placed
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on the packages, No labeling was done regarding the identity of the
contents, It was known by the compeny that these Bax‘a were to be used
on the printing presses as electro-sgtatic eliminators, The company
officials contacted the California State Department of Health and were
made aware of the possible radiation hazards, Therefare, consultations
were made with the members of the Radiological Safety Unit at the
University of Califorma at lLoa Angeles Atomic Energy Project in con-
Junction with members of ths California State Debart.ment of Public
Health, A complete radiological suwvey of the area was conducted.
The metal bars were measured for alpha and beta activity with a Victorem
356 Alphs Survey Meter o.ver the active end inactive portions of the bars,
It was imnediately apparent that the supposedly inactive surfaces were
grossly contaminated by an alpha emitting substance. Ome of the members
of the State Health Department handled two of the bars, taiching only
their {nactive surfaces. His hands were surveyed with the alpha meter
and the alpha activity registered represented an equivalent of twenty-
five thousand counts per minute., Calculations, using this value, showed
that approximately .02 microcuries of radiocactive polonium had been
transferred to hies hands during this shart exposure, Three vigorous
washings with Borax scap and water reduced the activity to 1/3 of its
initial value., Continued scrubbing with a hand brush and soap reduced
the amount of contamination further but did not completely reamove it
after 15 separate washings.

The office where the metal bars had been stored for 8 few days
without any unusual amount of handling prior to the survey was shown
to be contaminated in many places. The armsof the desk chair, the
telephone earpiece, and the inside door knob showed definite alpha

activity.
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In another specific case some small foils were brought to the
authors by an individual that had been using them in his research
problem on & study of anti-static devices., This individual had taken
the basic information of the literature distributed with the material
which proclaimed these foils as non hazardous, Accordingly, he used
no handling precautions. The foils were brought in wrapped in tissue
end placed in letter envelopes. This person's hands, the out sides of
the envelopes, the coat pocket he carried them in, his trouser pockets
and his personal effects such as keys, wallet, comb, etc. were highly
contaminated. This person and one other associ ated with him, and who
had alSo handled the active foils, both showed alpha activity in 2i~hour
urine specimens, The urines wei'e collected in such a manner that no
outside alpha contamination was possible, The results show thet trans-
fer from hands to mouth is gquite possible and occurs with surprising
eass, Inside of each of the emvelopes the tiny gold flakes could be
sean, One of these flakes was removed, and cne attempt to check its
activity indicated that it was so high that it was off scale on the
insensitive range of a Victoreen 356 Alpha Survey Meter, The contami-
nation potential of one of these foils was checked by placing it on a
plece of filter paper with supposedly non-active side in contact with
the paper. A radiocautograph (see Figure #2) was made of the filter
paper after the fall was carefully removed, The radiocautograph indi-
cated that the so-called protective layer of gold had been almoswu
completely removed along the edgec of ths foil by previous handling.
Also, at one end of the small foil strip whare there was originally an
inac.ive area for handling the radiocautograph indicated that the high-

est vontamination was present,
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OTHER DANGERS FROM PQLONIUM USED IN STATIC ELIMINATOR DEVICES

Apparently in the production of these anti-static devices, polonium
is obtained from radiolead or radium D. The strips and foils exandned
showed an appreciable amount of beta radiation which suggests that the
polonium may have been contaminated with radium D and E. The half life
of radium D is 22 years and it decays with the emission of .025 mev
beta and a ,04,7 mev gamma radiation to radium E. Radium E or radio-
bismuth has a half l1ife of five days and decays with the end ssion of
1.17 mev beta to polonium. These more penetrating bets radiations
emanating from the radiolead and radiobismuth contaminants in the polonium
do not appreciably increase the extemal hazard from such devices but
the presence of long life radioclead does increase the hazard from internal
radiation. When radiolead is absorbed in the body, some is deposited
and remains in the bones, Thus an exposed individual might store in his
bones a producer of polonium which could cause serious radiation damage
and associated depression of the blood forming cells.

Radiolead behaves like stable lead in the bones of the body. An
intercurrent infection or any disturbance in metaboliam which produces
an acidosis or a diureéis results in mobilization of the lead from the
bones into the blood stream and from there to the kidneys and other
vital organs of the body. Thus radiolead is not only a serious con-
tinuous damaging agent to the bone marrow but intersittently it may
cause injury to other vital tissues because of this periodic withdrawal
from the bones into the general circulation followed by redeposition

in the bones,

DISCUSSION

The results of these preliminary investigations have shown that
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the use of polonium in static eliminator devices may produce serious
internal radiation injuries. Apparently individuals who are studying
the use of these devices and other persons who are involved in research
with these radiﬁactive meterials have not been sufficiently instructed
regarding the possible dangers to which they are subjecting themselves.
In addition, it is also aoparent that companies producing this eqip-
ment for éomuercial distribution have not been aware of all of the
potential dangers. Plating a gold film over the radioactive polonium
does not prevent the escape of radioac‘tive mterial, because of the
energetic alpha radiation emitted by polonium. From our obse;'vations
it is imperative that proper consideration be given to the potential
internal radiation hazards in the industrial use of such static elimi-
nating devices, particularly in respect to inhalation and ingestion

of these dangerous radioactive substances,

SUMMARY

The use of radioac tive materials as static e liminators has been
described., Although polonium is an energetic alpha particle emi tter
and therefore an excellent static eliminator, it has meny serious dis-
advantages., Such devices produce industrial inhalatisn hazards by
contamination of the air with fine particles containing radiox tive
polonium, Also the ingestion of minute quantities of polonium may ¢ ause
serious injury. The hazard here is primarily by contamination of the
hands, Impure pdlonium containing radiolead is even more injurious,
Therefore, it is recommended that all plants, companies and i ndividuals
engaged in the production, investigation and use of such radiozctive

substances and devices be made cognizant of the dangers from internal
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radiation injury. Such plants or persons should be e quipped with
suitable monitoring instruments and employ properly trained personnel

in order to prevent contamination of the area with radioactive agents,
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